
 

_____________________________________________________________________________________________________________ 
 

Presentation at  www.Pipe.de and www.Rohrleitungen.de                                             E-Mail:   info@europa21.de 
Operating company: europa21 e.K.                                        Internet: www.europa21.com 

Arnold Schnell Rohrleitungsbau GmbH 
 
 
Carl-Benz-Str. 42 
D – 57299 Burbach 
 

Telephone:    +49 (0) 2736 - 49 63 - 0
Telefax:  +49 (0) 2736 - 49 63 - 30

E-Mail:     info@schnell-rohre.de 
Internet:    www.schnell-rohre.de

 
 
Company profile: 
 

Schnell is a family owned metal fabrication company. We have been a reliable partner for our 
customers since more than 7 decades. The company is located in the heart of Western Germany 
between Cologne and Frankfurt. Fabrication shop: 6000 m2. Employees: 40. Our customers mainly 
work in the following sectors:  

• Industrial plant construction  
• Energy and environmental technology  
• Steel and foundry industry  
• Construction of industrial furnaces  
• Chip board industry  

CNC machinery and CAD supported design in connection with skilled craftmanship guarantee the 
constantly high quality of our products. Facilities: Welding machines, press brakes, punches, shear, 
saws, plasma cutting machines, plate rolls.  
 
 
Manufacturing- / delivery programme:   
 

Tubes, rectangular ducts, fittings  
- Longitudinal welded tubes at any length  
- Fittings of all kinds 
- Welded rectangular ducts at any length 

 
Ductwork / tube systems 

- Complete Ductwork / tube systems 
- Tube systems according to DIN 24151 / 24147 
- Air and flue gas tubes and ducts 

 
Tanks and plate construction 

- Pressureless tanks and plate constructions 
- Plant components:      Suction hoods and –walls, Exhaust chimneys, 

   Cyclone dust separators, Bag houses. 
 
Material: Steel, High temperature steel, Abrasive resisting steel, Various types of stainless steel  
 
Dimensions:  Tube diameter: 80 -3000 mm  

Height / width:  3000 x 3000 mm  
Material thickness: 1,5 -15,0 mm  
Lengths up to 12000 mm  
Single weights up to 10 to. 
 

Surface treatment: At customers' wishes: sand blasting, priming, coating, galvanizing, pickling. 


